
         

                     PRODUCT SPECIFICATION SHEET 

 

 

Item Name : Contessa-Maze 
 

Specifications : 

    -      Contents: Top - 100% Polyurethane 

                           Back – 65% polyester/35% cotton  

- Width: 54”  

- Nominal thickness: .044 gauge 

- Nominal weight : 28oz/linear yard 

- Repeat : 3.8” Horizontal/3.8” Vertical 

- Roll Length: App. 40yds 

 

General Characteristics : 

- Superior wear resistance: Exceeds 72,000 rubs (ASTM D4157 

Wyzenbeek) 

- Anti-bacterial/Anti-microbial (AATCC-147) 

- Colorfastness to light (AATCC-16/passes) 

- -20 degree F cold crack resistant (Fed. Standard 191A) 

- Excellent breaking strength (ASTM D5034) 

- Excellent tear strength (ASTM D2261) 

- DUE TO EMBROIDERED SURFACE, IT IS NOT 

RECOMMENDED TO USE THE PRODUCT IN HEAVY 

TRAFFIC AREA. 

 

Flammability* :  

     -    FMVSS-302 

- CA Bulletin 117 – Class A 

- UFAC/NFPA-260 Class 1 

- BIFMA – Class A 

- IMO A.652(16) 8.2 

- Can be treated to pass ASTM E-84 (Adhered) Class A 
*This term and any other corresponding data refer to typical performance in the tests indicated 

and should not be construed to imply the behavior of this or any other material under actual 

fire conditions. 

 

Care & Cleaning :  

     -    Stain Removal: Spot clean with mild soap and warm water solution.  

Rinse the cleaned area with clean/clear water and dry with air or  

lint-free cloth 

 

Warranty : Please refer to our Terms of Sales for warranty information. 


